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KIKI
code: 21004/3/NE     2018PAOLA NAVONEDESIGN    

CHAIN OF HANGING LIGHTS FOR
OUTDOOR USE COMPRISED OF 3
LIGHT POINTS FIXED AT A DISTANCE
OF 100�CM ONE FROM THE OTHER ON
THE ELECTRICAL CABLE.
CABLE LENGTH OF 7,80 M FOR 3 LIGHT
POINTS.
THE SUPPORT IS MOLDED IN RESIN
AND RUBBER, BLACK, AND CABLED
FOR LED BULBS. THE DIFFUSOR IS IN
ROTOMOLDED POLYETHYLENE.
AT THE ENDS OF THE CABLE ARE 2
HOOKS TO HANG THE CHAIN.THE KIKI
LAMP ALLOWS ILLUMINATING A
GARDEN AND OPEN SPACES IN
ORDER TO ENJOY THEM ALSO AT
NIGHT, CREATING LIGHT EFFECTS,
FUNCTIONAL CORNERS AND LIGHTED
PATHS, FOR A PLEASANT LIVING
EXPERIENCE.DEGREE OF
PROTECTION: IP54

UTILIZATION: EXTERNAL TYPOLOGY: HANGING

COLOURS STRUCTURE:
DIFFUSER:

BLACK
WHITE

MATERIALS STRUCTURE:
DIFFUSER:

RESIN
POLYETHYLENE

MEASURES WIDTH: - DIAMETER: 14,5 cm WEIGHT NET: -
HEIGHT: 18,5 cm HOLE DIAMETER: - GROSS: -
LENGTH: 780 cm HOLE DEPTH: -
DEPTH: -

PACKAGING VOL.M :3 - NUMBER OF ITEMS: -

BULBS LED 3X5,3W E27
FLUX: 1410LM
KELVIN: 2700°
CLASS: A+
CRI: -
COLOR TOLERANCE: -
DURATION: -

DEVICE SPECIFICATIONS

TYPE OF EMISSION: -
POWER: -
FLOW LAMP: -
BEAM ANGLE: -
DEVICE EFFICIENCY: -lm/W
IMPACT RESISTENCE: -
GLOW WIRE TEST: -

POWER SUPPLY: -

POWER SUPPLY CABLE LENGTH: -
LENGTH OF HANGING CABLE: -
SUPPLY: -
POWER SUPPLY ASSEMBLY: -
TYPE OF DIMMING: -
VOLTAGE: -

CERTIFICATIONS

MARKETS THIS ITEM IS AVAILABLE IN THE FOLLOWING COUNTRIES:

EUROPE
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